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Current solutions for providing access to electronic documents while away from the office 
do not meet the special needs of mobile document workers. We describe "Satchel/' a 
system that is designed specifically to support the distinctive features of mobile document 
work. Satchel is designed to meet the following five high-level design goals (1) easy 
access to document services; (2) timely document access; (3) streamlined user interface; 
(4) ubiquity; and (5)compliance with securi ... 

Keywords: document access, document appliance, document processing, information 
appliance, mobile computing, mobile work 
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In this paper we examine how copyright protection of digital items can be securely 
managed in a 3G mobile phone and other devices. First, the basic concepts, strategies, 
and requirements for digital rights management are reviewed. Next, a framework for 
protecting digital content in the embedded environment of a mobile phone is proposed 
and the elements in this system are defined. The means to enforce security in this system 
are described and a novel "Family Domain" approach to content management ... 

Keywords: MPEG-21, copyright protection, cryptography, digital content, digital rights 
management, embedded system, key management, mobile phone, open mobile alliance, 
security 
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3 A composable framework for secure multi-modal access to internet services from Q 
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Steven J. Ross, Jason L. Hill, Michael Y. Chen, Anthony D. Joseph, David E. Culler, Eric A. 
Brewer 

October 2002 Mobile Networks and Applications, volume i issue 5 
Publisher: Kluwer Academic Publishers 

Full text available- « pdf(340.33 KB) AdditionaI information: full citation , abstract, references , index terms , 

review 

The Post-PC revolution is bringing information access to a wide range of devices beyond 
the desktop, such as public kiosks, and mobile devices like cellular telephones, PDAs, and 
voice based vehicle telematics. However, existing deployed Internet services are geared 
toward the secure rich interface of private desktop computers. We propose the use of an 
infrastructure-based secure proxy architecture to bridge the gap between the capabilities 
of Post-PC devices and the requirements of Internet ser ... 

Keywords: internet, middleware, post-PC, security, transcoding 
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November 2004 Proceedings of the 2004 ACM conference on Computer supported 
cooperative work 

Publisher: ACM Press 

Full text available: ^g] pdf( 296.47 KB ) Additional Information: full citation , abstract , references , index terms 

In a study of collaborative help-giving within several organizations settings, we identified 
two forms of trouble and bewilderment that we explore further in this paper. In one case, 
the user is confused about where they, their files, or other resources are within a larger 
technical infrastructure (Where am I?). In the second case, the user isn't sure which login 
is needed and which actions are allowed (Who am I?). We believe that these issues carry 
important implications for the design of in ... 

Keywords: CSCW, collaborative help-giving, informal learning 



A service mana g ement framework for M-commerce a p plications 
Gary Shih, Simon S. Y. Shim 

June 2002 Mobile Networks and Applications, volume 7 issue 3 
Publisher: Kluwer Academic Publishers 

Full text available- 15) pdf(650 12 KB) Additional Information: full citation , abstract , references , cit ings, index 
L£j terms 

Mobile commerce (m-commerce) refers to an ability to conduct wireless commerce 
transactions using mobile applications in mobile devices. M-commerce applications can 
range from as simple as an address book synchronization to as complicated as credit card 
transactions. M-commerce is expected to grow dramatically in the near future supporting 
simple to complex commerce transactions. Even though the Wireless Application Protocol 
(WAP) is designed to facilitate the development of wireless application ... 

Keywords: JINI, WAP, m-commerce, management, mobile devices 
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7 Mobile services: Reincarnatin g PCs with portable SoulPads 
Ramon Caceres, Casey Carter, Chandra Narayanaswami, Mandayam Raghunath 
June 2005 Proceedings of the 3rd international conference on Mobile systems, 

applications, and services MobiSys '05 
Publisher: ACM Press 

Full text available: ^ pdfd 99.97 KB) Additional Information: full citation , abstract , references 

The ability to walk up to any computer, personalize it, and use it as one's own has long 
been a goal of mobile computing research. We present SoulPad, a new approach based on 
carrying an auto-configuring operating system along with a suspended virtual machine on 
a small portable device. With this approach, the computer boots from the device and 
resumes the virtual machine, thus giving the user access to his personal environment, 
including previously running computations. SoulPad ha ... 
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Copyrig hts and access-ri g hts: How DRM-based content deliver y s ystems disru pt | 

ex pectations of "personal use" 

Deirdre K. Mulligan, John Han, Aaron J. Burstein 

October 2003 Proceedings of the 3rd ACM workshop on Digital rights management 
DRM '03 

Publisher: ACM Press 

Full text available* 13 pdf(41 6 68 KB) Additional Information: full citation , abstract , references , index terms . 
'™ review 

We set out to examine whether current, DRM-based online offerings of music and movies 
accord with consumers' current expectations regarding the personal use of copyrighted 
works by studying the behavior of six music, and two film online distribution services. We 
find that, for the most part, the services examined do not accord with expectations of 
personal use. The DRM-based services studied restrict personal use in a manner 
inconsistent with the norms and expectations governing the purchase and ... 

Keywords: access control, content distribution, copyright, digital rights management, fair 
use, personal use, privacy 
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October 2004 Proceedings of the 32nd annual ACM SIGUCCS conference on User 

services 
Publisher: ACM Press 

Full text available: ^ pdf(171.65 KB ) Additional Information: f ull citatio n, abstract, references, index term s 

Keeping up with the children of the 'now' generation, requires variety, entertainment, and 
the 'wow* effect. They require information fast, frequent, and at their fingertips. They 
want to be mobile and online at the same time. While the provision of wireless 
networking, a common trend among higher learning institutions, has done a decent 
amount of progress, it does not provide equal access to all. How do we address the 
demands of this generation when some of them don't own a laptop/computer, ... 

Keywords: lx authentication, check-in, check-out, environment, information commons, 
lab consultants, laptop checkout program, laptops, library, portability, traditional 
computing lab, wireless networking 
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Full text available: ^ pdf ( 223.13 KB ) Additional Information: full citation , abstract , refe rences 

Mobile users today demand ubiquitous access to their data from any mobile device and 
under variable connection quality. We refer to this requirement as any-time, any-where 
data access whose realization requires much more support for asynchronous and 
disconnected operation than is currently available from existing research prototypes or 
commercial products. Furthermore, the proliferation of mobile devices and applications, 
forges the additional requirement of device- and application-transp ... 
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A fractured landscape of technological innovations reveals that now, more than ever, 
we're all connected 
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Because of their small size, memory capability, and the case with which information can 
be downloaded and removed from a facility, mobile devices pose a risk to organizations 
when used and transported outside physical boundaries. Mobile devices, including 
Personal Digital Assistants (PDAs), mobile phones, laptops, and smart phones can expose 
organizational data if not properly protected. This paper will cover areas of concern, 
different device types, and proposed solutions to mitigate the risks ... 

Keywords: PDA, encryption, laptop, mobile, security 
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January 2003 ACM SIGMOBILE Mobile Computing and Communications Review, volume 

7 Issue 1 
Publisher: ACM Press 

Full text available: ^j] pdf (2.65 MB) Additional Information: full citation , abstract , reference s 

In this paper, we propose a hierarchical design methodology for grid access from 
handheld devices. After determining all user interactions required and technologies 
available, they are arranged in layers. All functions in a layer are also supported by all 
underlying layers. By doing so, the designer is less conditioned by the constraints of a 
specific, out-of-context platform. Additionally, in a stratified modular design, many 
software components can be re-used. We present a prototype to access ... 




16 Security as a new dimension in embedded s y stem de sig n: Secu rity as a new j 
dimension in embedded s ystem design 

Srivaths Ravi, Paul Kocher, Ruby Lee, Gary McGraw, Anand Raghunathan 
June 2004 Proceedings of the 41st annual conference on Design automation 
Publisher: ACM Press 

Full text available: « pdf(209.10 KB) Additiona! Information: fulLdlation, abstract, references , citings, index 

terms 

The growing number of instances of breaches in information security in the last few years 
has created a compelling case for efforts towards secure electronic systems. Embedded 
systems, which will be ubiquitously used to capture, store, manipulate, and access data of 
a sensitive nature, pose several unique and interesting security challenges. Security has 
been the subject of intensive research in the areas of cryptography, computing, and 
networking. However, despite these efforts, security is ... 

Keywords: PDAs, architectures, battery life, cryptography, design, design 
methodologies, digital rights management, embedded systems, performance, security, 
security processing, security protocols, sensors, software attacks, tamper resistance, 
trusted computing, viruses 
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The convergence of Web technology, wireless networks, and portable client devices 
provides new design opportunities for computer/communications systems. In the HP Labs' 
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"Cooltown" project we have been exploring these opportunities through an infrastructure 
to support M web presence" for people, places and things. We put web servers into things 
like printers and put information into web servers about things like artwork; we group 
physically related things into places embodied in web servers. Using ... 

Keywords: location-aware computing, nomadic computing, physical-virtual linkage, 
ubiquitous computing, world wide web 



18 MARE: resource discovery and confi g uration in ad hoc networks 
Matt Storey, Gordon Blair, Adrian Friday 

October 2002 Mobile Networks and Applications, volume i issue 5 
Publisher: Kluwer Academic Publishers 

Full text available: ^pdf( 246.73 KB ) Additional Information: full citation, abstract , references , index terms 

The emergence of personal portable devices, such as PDA's and Mobile phones, with 
considerable processing and communication capabilities, has led to a desire to use various 
combinations of these devices together to achieve new and as yet unrealised operations. 
Not only are mobile devices expected to offer conventional facilities like email and web 
browsing but also more demanding multimedia applications. Attaining these operations 
within a fixed network environment with high-power workstations i ... 

Keywords: ad hoc, mobile agents, resource discovery, tuple space 
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Recent advances in wireless data networking and portable information appliances have 
engendered a new paradigm of computing, called mobile computing, in which users 
carrying portable devices have access to data and information services regardless of their 
physical location or movement behavior. In the meantime, research addressing 
information access in mobile environments has proliferated. In this survey, we provide a 
concrete framework and categorization of the various way ... 

Keywords: application adaptation, cache invalidation, caching, client/server, data 
dissemination, disconnected operation, mobile applications, mobile client/server, mobile 
compuing, mobile data, mobility awareness, survey, system application 
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In this paper, we propose a hierarchical design methodology for grid access from 
handheld devices. After determining all user interactions required and technologies 
available, they are arranged in layers. All functions in a layer are also supported by all 
underlying layers. By doing so, the designer is less conditioned by the constraints of a 
specific, out-of-context platform. Additionally, in a stratified modular design, many 
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Abstract — Mobile wireless communications will be more and 
more important in our life, thus, how to control the access to our 
mobile devices become crucial. This paper proposes a method 
to access the mobile device and through the device to access 
Internet. We classify the usernames and passwords necessary 
for accessing web accounts as well as the personal documents 
and information stored in the mobile device into a few groups 
according to the importance of the corresponding contents 
protected by them. The contents protected by usernames and 
passwords in one group are ideally of same importance, and an 
authenticating method is used to access them. For more 
important group, authenticating method with higher security 
level is needed to access. User authenticates to her/his mobile 
device using fingerprint, high security password or normal 
password, and then she/he can not only access corresponding 
groups of information stored in the device but also use that 
device to access corresponding groups of her/his web accounts 
seamlessly without memorizing usernames and passwords. 
Different authentication methods represent different security 
levels. Whenever the user wants to access information stored in 
the mobile devices, or web accounts provided by a third party, 
the security middleware obtains security levels required to 
access them, compares the requirements with the authenticated 
security level. If the authenticated security level is equal to or 
higher than the requirements, the access is granted seamlessly 
and transparently to the user; otherwise, it asks to authenticate 
again using corresponding security level or higher, or the 
access is denied. After the access right to a device is granted, 
the user can at any time reset the access, or the access can be 
reset automatically after a predefined idle period. To gain the 
access again, the user needs to repeat the same authentication 
process as s/he did at the first time to access the device. 

Index Terms — Access control, Authentication, Fingerprint, 
Password, Multi-level access, Smart card 

I. INTRODUCTION 

As computing power of mobile devices becomes more and 
more powerful, there will be a natural trend that more and 
more resource intensive services will also be accessed 
through these devices because of the inherent advantages, and 
conveniences offered by portable devices. In line with these 
changes, mobile devices such as mobile phones, and PDAs turn 
into versatile all in one personal service managers: They can be 
used for paying money, accessing contents, services, and 



applications provided via the Internet, controlling home 
electronics and storing personal and important business data etc. 
Therefore, it is very important to ensure strict access control to 
the data both on the device, and through the device. Since 
importance of data items varies significantly, it is required that 
access control mechanisms reflect these requirements rather 
than implement a simple one solution that fits all requirements. 
More over, these mechanisms need to be sufficient, intuitive, 
and user friendly in order to encourage their use rather than 
minimize their use. 

In order to access contents and services provided by third 
parties via the Internet, usernames and passwords are needed 
for the purpose of authentication. In general, the importances of 
data items protected by those usernames and passwords can be 
divided into a few groups such as every high, high, middle and 
low. For data items in many accounts, their importances are the 
same although different usernames and passwords are applied 
to protect them. For example, in order to access a web page that 
provides scientific article searching service, a user needs 
usernamel and password 1 to sign in; in other cases, the same 
user needs username2, password2, username3, password3 and 
so on to download music, to read phone bill information, to get 
after sale services for electronic products etc. These username 
and password pairs are of same security level for the user, but 
she/he has to remember them and provide them correctly while 
using them. The number of usernames and passwords that a 
user needs to remember tend to increase rapidly as our society 
and life go "electronic" or "on-line". It is already a heavy 
burden for users to remember usernames and passwords, and it 
will become worse year-by-year. The situation is further 
serious as many web accounts request users changing their 
passwords frequently. Although this problem can be made easy 
by giving the same username and password to all accounts or 
rotating them among a few pairs as some users have already 
done [1], however, by doing so the overall security of all 
accounts is degraded because one password been hacked will 
cause free access in many accounts authenticated by that 
password. 

This paper proposes a novel access control for both mobile 
terminal access, and contents and service access outside the 
terminal via wired and wireless world. The rest of the paper is 
organized as following. Section 2 gives the background of the 
current research works. Then our novel access control method 
and its implementation are described in Section 3 and Section 4 
respectively. The performance of our proposal is analyzed in 
Section 5. Finally we present the conclusions in Section 6. 
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II. Background 

As we take the advantages of "e-society" and "e-life", we also 
have to encounter many new challenges. One of them may be 
proving our identity everywhere in the e-world. The most 
commonly employed mechanism is by substituting the identity 
with username, and password pairs. The identity proving not 
only challenges the traditional privacy policy [2], which is not 
the issue of this paper, but also confuses people with so many 
usernames and passwords that are difficult to be remembered. 
Therefore, users tend to choose usernames and passwords that 
are easy to remember and to use the same username and 
password for many accounts or several sets of usernames and 
passwords everywhere. 

Persistent cookies [3] is a widely used method that eases the 
password memorization problem. When a user submits a 
username and password to a Web server to create an account, 
the Web server can encode them as cookies and send them back 
to the user's Web browser using a "set-cookie" instruction in 
the header of the HTTP response message; the Web browser 
then saves them in a file on the user's computer. Later on, when 
the user accesses the account, the Web browser automatically 
submits all cookies that were previously set by the Web server, 
including the encoded username and password, using a 
"cookie" instruction in the header of the HTTP request 
message. The Web server then authenticates the user based on 
the submitted cookies. With help of cookies, the user does not 
have to remember any password, and even does not need to 
enter them manually as long as he/she uses the same computer. 
However, this method has the following weaknesses: (1) the 
user cannot access an account using another computer if 
forgetting the username and password of that account; (2) a 
security breach could occur if the user shares the computer with 
others; and (3) it does not guarantee password independence 
among multiple accounts. 

Another method to solve the password memorization problem 
is proxy-based services, such as the Passport service from 
Microsoft. A user does not need to create individual accounts 
on e-commerce Web servers associated with the Passport 
service; instead, the user only establishes one account at the 
Passport server (and therefore remembers only one username 
and password), and saves personal financial information into it. 
When checking out at an e-commerce Web server, the user 
needs to click on a Passport logo presented by the e-commerce 
Web server. The Passport authentication page is then 
downloaded to the user's Web browser. After the user submits 
the username and password, the Passport server retrieves the 
user's financial data from the account database and forwards it 
to the e-commerce Web server. Although the Passport service 
provides convenience and some degree of security assurance 
for users in Web-based transactions, it does not completely 
solve the password memorization problem. A user still needs to 
open individual accounts on e-commerce Web servers that are 
not associated with the Passport server, or open other types of 
accounts that are not for e-commerce. Even worse, if a user 
uses the same username and password to protect the account at 
the Passport server and any other account at any other server, a 
hacker can steal them using a malicious server attack, and then 
impersonate the user to fool every e-commerce Web server 
associated with the Passport server. 



Liberty Identity Federation Framework (ID-FF) [4] is similar to 
passport service. It is a multi-vendor, Web-based single sign-on 
with simple federated identities. At first, businesses affiliate 
together into circles of trust based on Liberty-enabled 
technology and on operational agreements that define trust 
relationships between the businesses. Secondly, users federate 
the isolated accounts they have with these businesses (known as 
their local identities) by a process of introduction. Such an 
introduction is the means by which a service provider may 
discover which identity providers in the circle of trust have 
authenticated the user. In other words, a circle of trust is a 
federation of service providers and identity providers that have 
business relationships based on Liberty architecture and 
operational agreements and with whom users can transact 
business in a secure and apparently seamless environment. 
Luo and Henry [5] proposed a common password to access 
multiple accounts. Each account is protected by a different 
password, called a specific password that is stored at the 
account server or a proxy in an encryption form, where the 
encryption key is derived from the common password. 
Compared with a convenient hut insecure practice of using one 
or several passwords to protect multiple accounts, it assures 
that compromising one specific password does not reveal the 
common password and any other specific password. However, 
it is difficult to change the common password because it affects 
all specific passwords, and the loss of common password 
makes it impossible to access all specific passwords. 

III. Access Control Mechanism 

Even at this stage of mobile communications development, 
many mobile centric transactions are happening, and life is 
going mobile. Nowadays, users normally access web accounts 
through mobile devices by providing login usernames and 
passwords. It may not be surprising that in the near future each 
user may have to keep several tens of usernames and passwords 
or even more, and they have also to change the passwords 
frequently for fulfilling security obligations. Although the 
existing methods described in Section 2 may be modified for 
use in future versatile mobile devices, they may still have 
reported inconveniences in accessing both devices, and 
services through the devices. In order to improve security and 
to free users from memorizing variety of passwords, we 
propose a novel access control method to seamlessly access all 
web accounts without inputting the necessary usernames and 
passwords each time at login. Our proposal also provides 
multi-level accesses for multiple users. For example, when the 
mobile device is used as remote controller at home, everyone in 
the home can use it; for family members, they may allowed to 
order pay TV programmes using the mobile device etc. 
Our method consists of two steps: preparation and real-time 
access control. 

A. Preparation 

In preparation, all username and password pairs are divided 
into a few groups. Username and password pairs in the same 
group are of same security levels, which means that the 
importances of the contents, services and applications protected 
by them are of the same level. Username and password groups 
are stored in the smart card of the mobile device. Meanwhile, an 
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authentication method required to gain access to each group is 
determined. For personal documents and information stored in 
the mobile device, the same classification rule is applied. Table 
1 illustrates an example of assigning security levels to contents, 
services and applications, where Web represents the web 
address to access the content or service, U and P mean the 
username and password to login to that web account, and App 
is the entry to the application that provides the control or 
information specified in the left column. Additionally each 
authentication method, and/or security level has a timeout 
mechanism to guard against prolonged misuse of the stolen or 
misplaced devices. 

Table 1 . Example of assigning security levels to contents, 



Security 
level 


Required 
authen. to 
gain access 


Contents, services & 
applications 


Access ' 
method 


LI 


Fingerprint 

+ L1 
password 


Bank account 
management 


Webl-10/Ul- 
10/P1-10 


Stock and finance 
management 


Webll-20/U 
11-20/P 11-20 


Modify data in smart 
card, password update. 


Appl, App2 


L2 


Fingerprint 


Small amount of money 
payment, payments by 
credit cards 


P30 


Sensitive personal 
information 


P40 


Home/office access and 
security control 


App3 


L3 


L3 password 
or 

fingerprint 


Confidential documents 


Web50/U50/ 
P50 


Important data 


Web60/U60/ 
P60 


Secure applications 


App4 


Home/personal network 
control/access 


App5 


L4 


L4 or L3 
password or 
fingerprint 


Contents, services, 
applications that are not 
confidential, but are not 
freely accessible to 
others 


Web61-80/U 
610-80/P61-8 
0 


Restricted controls, e.g. 
paid TV channels 


Appl 1-20 


L5 


Free access 
(no authen. 
needed.) 


Free contents, services, 
applications that can be 
accessed or downloaded 
by everyone. 
Ordinary phone and 
email functions. 
Remote control of home 
electronics, e.g. TV, 
video, air conditioner 
etc. 


Web81-99 
App21-30 



be merged into rows of L3 and L5 to reduce the total security 
levels to 4 and the passwords needed to remember to two. In 
fact, if a user uses his own mobile device, he needs only to 
remember the LI password, because he can access all L2 to L5 
information using fingerprint authentication. L3 and L4 
passwords are needed only when the owner share his mobile 
device with other users. 

The contents, services and applications in LI are the most 
important ones; therefore, they are most strongly protected. To 
access bank accounts, for example, the user needs to provide LI 
password after a successful fingerprint authentication. LI 
password is necessary for protecting the accesses beyond the 
owner's will, for example, in hostile environment. 

B. Real-time access control 

A user first authenticates to get control to his mobile device, 
and then uses the mobile device to access internal and external 
contents, services and applications. The standard authentication 
algorithms can be used for user authentication. For example, 
the fingerprint authentication algorithms described in [6][7][8] 
and the password authentication algorithms proposed in [9][10] 
may be simplified for user authentication in our scheme. 
Different authentication methods generate different levels of 
access rights both for internal content and Internet based 
content. Usernames and their corresponding passwords needed 
for such accesses are grouped and stored in smart card, and are 
managed by the following proposed security protocol. 

Generation of Active Usage Level (AUL) according to 
authentication method: When a user authenticates to the 
mobile device, an active usage level, denoted as AUL, is 
generated by the following method according to the method of 
authentication employed (for example as shown in Table 1 .) 



AUL = < 



L2, if fingerprint, 
L3,if L3 password, 
L4, if L4 password, 
L5, if no password. 



(1) 



According to the example given in Table 1 , totally a user needs 
to remember three passwords. For simplification, row L4 can 



In this example, only L2 to L5 of active usage levels can be 
generated at the authentication time. AUL=L1 is never 
generated. The contents, services or applications of LI can be 
accessible only by users whose AUL is L2. When a L2 user 
tries to access any item of level LI , the LI password is asked (in 
case of L2 time out, a finger print scan is again requested.) 
After correctly giving LI password, the user can access the LI 
level content. As soon as the access to the applied item is 
terminated, the user returns back to AUL=L2. 
Access contents, services and applications: After a user is 
authenticated to the devices with an active usage level AUL, 
she/he can access all contents, services and applications having 
security level AUL or lower. If the requested contents, services 
and applications are within the device and are of security level 
AUL or lower, the access rights are granted seamlessly without 
asking the user to again authenticate even though they are 
password-protected. If the user requests content, or services via 
any network and the requested contents/services are of security 
level L, at first L is compared with AUL. If L is less than or 
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equal to AUL, then the contents/services are accessed by 
executing corresponding authentication protocol without user 
interaction. Otherwise the user needs to authenticate again to 
gain higher active usage level or the request is denied. 
Deal with other party's access: If a networked other party 
tries to access the protected contents and information inside the 
mobile device, it will first ask the other party to authenticate 
with username and password. The user can define own access 
group for authentication, or use standard authentication 
infrastructures for authenticating the other parties. 
Re-authentication: If an authenticated user leaves the mobile 
device unused for a time out period T, which should ideally 
depend on the current AUL, the active usage level of the user is 
automatical iy decreased to AUL=L5, the lowest level. User can 
also reset the active usage level to L5 at any time. That is, 



AUL 



[L5,if 
[L5, 



no key pressed inT, 
if user resets. 



(2) 



To regain higher active usage level, the user needs to again 
authenticate using the specific method corresponding to that 
active usage level. 

For security reason, if authentication using L3 or L4 password 
is failed for K times, that authentication method can be locked. 
To activate locked authentication method again, it can be made 
necessary to gain higher-level AUL (for example L2.) 
Automatic password update: If user sets expiry dates for 
passwords, at the expiration of a password, a reminder will 
come up. After authenticated by using fingerprint and LI 
password, user can activate automatic password update, which 
accesses the password server and automatically generate a new 
password. In order to improve password security, some 
password generation rules such as the password generation 
method proposed in [9] can be used. New password is updated 
to smart card. The password generated in this way is random 
and difficult to be attacked. 

IV. Implementation 

The best implementation is authentication middleware in a 
mobile device, which interacts with APIs of application layer 
and device control functions. Whenever an application or 
file/data access is requested, this authentication middleware is 
called. 

In preparation, a user authenticates to access her/his mobile 
device, classifies all applications, files and data according to 
Table 1 and based on their importance. The usernames and 
passwords necessary for web accounts accesses are grouped 
and stored in smart card. Of course, user needs to obtain the 
corresponding level of AUL in order to put applications and 
files into the group of security L. In fact, most of the 
classifications are done when files or web accounts are created. 
After the device is powered up, the AUL is set to L5 in 
initialisation. Without authentication, user can still access free 
contents and applications grouped in L5. However, for 
accessing securer contents and applications, authentication to 
gain higher AUL is needed. Figure 1 shows the flowchart of 
generating AUL according to authentication methods. 
The N and / for counting the failures of password and 
fingerprint authentication are set to zero at first power up. The 



algorithms for password and fingerprint verifications can be 
chosen from any standards or use the algorithms proposed in 
[6]-[10]. For password authentication, there are maximum k-\ 
successive failures allowed; otherwise it will be locked. The 
lock information and the number N for counting the failures are 
stored in specific addresses of flash memories, so that if the 
password authentication is locked, user cannot use password 
for authentication even she/he powers down and powers up the 
mobile device. N is set to zero after every successful password 
authentication, and the locked password authentication is 
unlocked after successful fingerprint verification. Fingerprint 
authentication will not be locked because an illegal user will 
not have the same fingerprint as the owner. In all cases, if 
authentications fail, the AUL is set to L5 and the application 
returns. 

For the timer value T to reset AUL to L5 when there is no key 
input, it is changed to T2 or T3 and the timer is enabled after 
successful fingerprint or password authentication, and the timer 
value is reloaded each time a key is pressed. 




Input password 

~ i ; 

Password 



verification 




Lock password 
authentication 








AUL=L5, 
disable T timer 






* 


i 



Scan 
fingerprint 



Fingerprint 
verification 



Return 




unlock password 
authentication 



Figure 1. Authentication to gain access to mobile devices 

Figure 2 depicts the flowchart of real time access control for 
both internal and Internet contents. The flowchart reflects the 
novel authentication and access control scheme proposed in 
this paper. In Figure 2, the blocks with "Ask for authentication" 
call for authentication process shown in Figure I. For 
applications, files and data that belong to LI, the users have to 
first authenticate to gain AUL=L2, followed by LI password 
verification. This is done on the left side of the flowchart. 
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1 - . 



Ask for 
authentication 




Figure 2. Novel authentication scheme 

The AUL can be set to L5 either by interruption of timeout of 
timer T or by special key input from the user. 
User can execute the automatic password updates at any time. 
However, if there is expiry dates set previously for passwords, 
there will be a notification come up upon expiry of the 
passwords. The flowchart of password automatic update is 
illustrated in Figure 3. Figure 3(a) is the function called by 
interruption of password expiration. Figure 3(b) is application 
for password update activated by user at any time. Figure 3(c) is 
the updating flowchart for all passwords. At first, it calls the 
novel authentication scheme shown in Figure 2 to check the 
fingerprint and LI password. If authentication is successful, 
then it updates the password one-by-one for all web accounts 
from LI to L4. 

If a networked third party wants to access the contents inside 
the mobile terminal, which is protected in groups L2 to L4, 
authentication is necessary. Normally, such access is limited 
only to a small group of people who are close to the owner of 
the mobile terminal. Therefore, the owner can define an access 
group and authenticate them by consulting the access group. If 
a large number of persons needed to access the mobile device, 
the standard authentication infrastructure can be used. 



Password 
expiry 



Call access control 
(Figure 2) 



Display 
notification 




Call password 
update 



Return 



(a) password expiry 



User requests 
update 



Call password 
update 




Pick up one account, 
its date of last update 




Access the server, 
request for P update 



Generate and submit 
new password 




Success? 

fyes 



Save new password 
and date to smart card 



Return 




(b) user update 



Return 



(c) update all passwords 
for all web accounts 



Figure 3. Automatic passwords update 



V. Security Analysis 

Unlike Persistent cookies [3], Liberty Identity Federation 
Framework (ID-FF) [4], Passport service and common 
password[5], our proposal does not need any modification in 
Internet servers or increasing interaction with any Internet 
servers. The modification and interaction with servers may 
degrade the security and privacy. In practical, our proposal is 
also good for privacy because all personal and sensitive 
information are well protected and stored in smart card or in the 
mobile device. While accessing a web account, only 
information of that account is provided. It is also easy for the 
owner to control and to manage the personal information and 
privacy. 

In the rest of this section, we analyse the security of our 
proposal in three situations: password attack, mobile device 
being temporally used by others, and loss of the mobile device. 

A. Password attack 

There are two types of password attacks: attack to access the 
mobile device and attack to access the web accounts managed 
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through the mobile device. For the former attack, since an 
average mobile device is not always connected to a network, a 
remote attacker has less chance to hack in compared with an 
always-connected terminal. Even if the mobile device is always 
connected, attackers are unlikely successful because L3 and L4 
password authentications will be locked after K times of 
failures, and user can choose passwords that are difficult to 
guess because user needs remember only two or three 
passwords. In worst case, if a remote attacker gets access to the 
mobile terminal, he cannot gain access to items of LI and L2 
because they need much tougher authentication schemes like 
fingerprint verification. Therefore, our method is secure 
enough for mobile devices. 

For attacks to access the web accounts managed through the 
mobile devices, since users do not need to remember these 
passwords, and since the passwords can be automatically 
changed frequently, they are more difficult to attack compared 
to passwords that are remembered by users. It is also more 
secure than persistent cookies, passport service and common 
password because passwords are frequently updated and the 
local identities for different accounts are independent of each 
other in our scheme. 

B. Mobile device is temporarily used by others 

For family member or friends temporally share the mobile 
device, the owner can give a suitable access level, which only 
allows accessing certain groups of information. Therefore, it 
will not cause security problem. Due to timeout mechanisms of 
active usage levels, and default AUL 5 offers no facilities for 
accessing secure content, misplaced mobile devices or 
temporarily borrowed devices are less prone to be exploited. 
Hence compared with existing methods mentioned in section 2, 
our protocol is more secure when the device is shared with 
other users. 

C. Loss of the mobile device 

If the mobile device is lost and an attacker obtains it, it suffers 
an off-line password attack. However, since authentications 
using L3 or L4 password will be locked if the authentication is 
failed for K times, and it needs fingerprint type of user specific 
authentication to activate the locked authentication methods, 
the security protection offered by proposed method is stronger. 
By any chance, even if the attacker succeeds in password attack 
within K trials, all the content she/he can access is limited to the 
level that is less than the cracked level. 
It is possible for the users to keep an up to date copy of the 
smart card. Just in case that if the mobile device is lost, users 
can plug the copy of smart card in another mobile device to 
quickly change all the passwords by using the automatic 
password updating function. In such case, loss of the mobile 
device will not cause security problem to the protected 
information in web accounts. 

VI. CONCLUSIONS 

In this paper, we have proposed a new authentication and 
control scheme for accessing the content both in mobile devices 
and on Internet. User does not need to provide or remember 
usernames and passwords when she/he accesses web accounts 
from the mobile device once authentication to the device is 
done. We also analyzed the security performance of our scheme 
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and compared it with existing persistent cookies, passport 
service and the common password method. The proposed 
scheme offers superior protection even if the device is 
misplaced or lost. The proposed authentication scheme will 
enable mobile centric communications to be more secure and 
easier. 
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Stronger protection is needed for the confidentiality and integrity of data, because 
programs containing untrusted code are the rule rather than the exception. Information 
flow control allows the enforcement of end-to-end security policies, but has been difficult 
to put into practice. This article describes the decentralized label model, a new label 
model for control of information flow in systems with mutual distrust and decentralized 
authority. The model improves on existing multilevel s ... 

Keywords: confidentiality, declassification, downgrading, end-to-end, information flow 
controls, integrity, lattice, policies, principals, roles, type checking 



19 Automated systematic testin g for constraint-based interactive services 
Patrice Godefroid, Lalita J. Jagadeesan, Radha Jagadeesan, Konstantin Laufer 
November 2000 ACM SIGSOFT Software Engineering Notes , Proceedings of the 8th 
ACM SIGSOFT international symposium on Foundations of software 
engineering: twenty-first century applications SIGSOFT '00/FSE-8, 

Volume 25 Issue 6 
Publisher: ACM Press 

Full text available* 151 pdf(1 06 MB) Additional Information: full citation , abstract , references , citings, index 
. [Aj ■- terms 

Constraint-based languages can express in a concise way the complex logic of a new 
generation of interactive services for applications such as banking or stock trading, that 
must support multiple types of interfaces for accessing the same data. These include 
automatic speech-recognition interfaces where inputs may be provided in any order by 
users of the service. We study in this paper how to systematically test event-driven 
applications developed using such languages. We show how such applic ... 
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It is well-known that, left to themselves, people will choose passwords that can be rather 
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readily guessed. If this is done, they are usually vulnerable to an attack based on copying 
the content of messages forming part of an authentication protocol and experimenting, 
e.g. with a dictionary, offline. The most usual counter to this threat is to require people to 
use passwords which are obscure, or even to insist on the system choosing their 
passwords for them. In this paper we show alternati ... 

Results 1 - 20 of 200 Result page: 1 23456789 10 next 

The ACM Portal is published by the Association for Computing Machinery. Copyright © 2006 ACM, Inc. 
Terms of Usa ge Privacy Polic y Code of Ethics Contact Us 

Useful downloads: ^ Adobe Acrobat Q QuickTime H Windows Media Pla yer ^> Real Player 



http://portal.acm.org/resultsxfm?coll=ACM&dl=ACM&CFID=693 2/21/2006 



